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— Specification Rateds How to move the unit attached to the DIN (35-mm width) rail
Connecting diagram (TOP VIEW) No.| Description Material e Remarks Rating voltage 50 V T g T T s t
- - : is unit is the structure which is fixable to a rail without using a stopper.
1 | Terminal Block o Rafing current sig 0.5A / COM_ 2A When moving the unit fixed to the rail, it can move by pushing the button® of a figure.
a| Base Modified PPE (Black) UL94V-0 Insulation resistance | 100M2 or above (With DCS00V)
o|olz|zlale|al(z|85(8/2/212/88 8 b| Conductive Plate | Copper alloy Sn Withstand voltage AC500V / Iminute @Rock button continues pushing
B e e e e e e e e e e B P P S P e C | Washer Steel Zn o Comnectable wire 125 mm_/ MAX ' '
DDDDDDDDDDDDDDDDDDDD d| Spring SUS *SD””QSB'j“_in Size of terminal screw | M3X6L @A unit can be moved.
¢ ( DDDDDDDDDDDDDDDDDDDD ) o €| Terminal Screw | Steel Zn Standard fightening torque | 0.8N -m == — — ==
A alols]elels]e|2lolz]ulel REEEEIS f| Screw Steel Zn Operating anbient lenperafure | -15C~+60TNa freezing or condensation) i B
=% =|=|<|=|<|<|<|<|¥
S|3|L|T8|8|8|z|2|a|c|a|n|3|0|aE]s g| Nut Steel Zn Relative humidity 45~85% W = = = = W
Z|2 ENEN S N E T T T T T T T T T T T T T T 1T
2 | Cover Polycarbonate (Clear) UL94V-2 @ T @
3 [ Upper case Modified PPE (Black ) UL94V-0 [ Weight [ 180g | .
4 | Lower case Madified PPE (Black ) UL94V-0
5 | Lock button POM (yellow ) L. = .
6 | Spring SUS /
7 | Substrate Glass epoxy @
8 Connector Maker : TE Connectivity Rock button
Part No.1747053-1
o A |A Since a rail may be damaged when moved without pushing a lock button, please be careful of movement of a unif.
i 9 | Name Plate
10 | Name seal >3 = & =
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I 13 | Rail DIN35mm % Optional 201810/23 | 2018/10/23 | 2018, /15 PCA7-4F40-TB34-M2-0
. 8&3—F CODE No. ¥f7 UNT  |RE SCALE o _
E; \>\( mm 1 / 1 Specifications
A Cornector changed (FCN-364P040-AU: Fujtsu Component ~ 1747053-% TE Conneciivity) | 2018.10.23 | YAZAWA 2 %
Y AN A% TOLERANCE REV. | SHEET
XE HEE S #AB | B3 = TG RARGRARY |8 & & DRAVNG No. 17
REV. DESCRIPTION OF REVISION DATE | BY TOYOGIKEN CO.LTD. TA16274-01 | A\ 1
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