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Note : The check hales do not have a function to hold tester pins. Terminal Block < TBI o O
Please use for continuity check by contacting pins of 22 or less. il ODOODODOODOD
Please note that forcibly pushing and holding the tester pins may cause malfunction.
e I
Insertion hole C
Note : Wire with insulation diameter of 3.2 or more cannot be used. —
No. | The confenfs of printing
(9 | [I81]B2]B3]B4 785 B6 | B7 | B8 | BY /6108 [B12[BT3]
S| Order form [ TA1]A2] A3] A4 FRS] A6 | A7 A8 | AS FATE] ATt [A12]AT3] ——
PCX—%%26
Form : Maker & Connector
1H : HROSE HIF3BA-26PA-254DSA (63) D
1T : OMRON XG4A-2631
1J . JAE PS-26PE-D4T1-LP1
Specification Rateds How fo move the unit attached to the DIN (35-mm width) rail |
No. Description Material Size  [Surface Treatment Remarks Quantity Rating voltage 125V " " i o= Hon fable 1 oot o
1 | Terminal Block 3P b ] 2 Rating current [ 1A is unit is ihe strucire whichis fixaple fo d ral without using, a sfop
Q| Base | 66NylonlGray) | | | usev-o Insulation resistance | 100M@ or above (With DCS00V) When moving the uni fixed fo the rall It can move by pushing fre buffono of @ figure.
:b[ Conductive Plate | Copper aloy | | . Sno Withstand voltage AC500V_/ 1minute
claon | eetyianiorange) | [T TERR el 0 tp™ 075 | AWGZ6-AVOTS OF .o W @
-d| Connecting Spring IS Pressure | Conformity DIN%%?%}‘,’“ c E
e Slde Plute ............ 66Nylon(Gruy) ....................... UL94V_0 .................... 1 L terminal @ROOK button continues pushing.
2 | Upper case PBT (lvory ) UL94V-0 1 G @A unit can be moved. Ry .
3 | Lower case PBT (lvory) UL94V-0 1 0.3~913 £ = &= = 2 = = S
4 | Lock button POM (yellow ) 1 (omeciabe| Single 9~10mm
5 | Spring SUS 1 , \ ﬁ
6 | Substrate Glass epoxy t=1.6 1 e [E— CABLE @ Rack button [
7_| Connector Another_description 1 0.08mm* ~ 1.5mm* / MAX /\ Since a rail may be damaged when moved without pushing a lock button, please be careful of movement of a unit.
| 8 | Name seal TB1 1 AWG28~AWG16
| | 9 | Name seal TB2 1 Twist 9~10mm A 3 ™ 8 % it & # TITLE
10 | Seadl of form Anather description 1 CABLE APPROVED | CHECKED DRAWNG DESIGNED
11 | Rail DIN35mm % Optional 1 = N T E PCX_1%26
B Operating ambient femperature | -15C~+60T(No freezing or condensation) 2013. 2/12 | 2013. 2/12 ) F
- Relative humidity | 45~85% & a—F CODE No. ER OUNIT RE SCALE S f f
- A %Solid/Stranded wires with insulation of 3.2 or more cannot be used. mm 1 / 1 pecinicanons
i 3 A ZAZ TOLERANCE REV. | SHEET
& TE® % FRE | 25 [Weight [60g | 0T FEBHR2H |2 @ 6 & DRAWNG No. 1
REV. DESCRIPTION OF REVISION DATE | BY TOYOGIKEN CO.LTD. TA13077-01 | /.\ 1
1 [ 2 [ 3 | l l l l | l l | 6 [ )



