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Note : The check holes do not have a function to hold tester pins. ; X O ] ol o |
Please use for continuity check by confacting pins of 2 or less. | [Terminal Block - T81] 000000000000000000060 :
Please note that forcibly pushing and holding the tester pins may cause malfunction. :
Insertion hole
@\ Note : Wire with insulation diameter of 3.2 or more cannot be used.
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Specification Rateds How fo move the unit attached to the DIN (35-mm width) rail |
No. Description Material Size  [Surface Treatment Remarks Quantity Rating voltage 50V " e o= Foh s fixable | oot - ;
1| Terminal Block 20° f b ] 2 Rating current | Sig:0.5A (COM:2A o moving The unt fixed 10 The oL i can move by bushing Ihe Button® i
Q| Base | 66NylonlGray) | | | usev-o Insulation resistance | 100M@ or above (With DCS00V) When moving the uni fixed fo the rall It can move by pushing fre buffono of @ figure.
:b[ Conductive Plate | Copper alloy | | . sno Withstand voltage AC500V_/ 1minute
ceuen ] cetyonorange | | wsi-o e QT4 07 ARGZG- AT OF - ez > (2)
E|| :d| Connecting Spring Sus Pressire | Conformity DIN%%?%;; E
e Slde Plate ............ 66Nylon(Gruy) ....................... UL94V_0 .................... 1 L terminal @ROCK button continues pushing.
2 | Upper case PBT (Ivory ) UL94V-0 1 :I:I @A unit can be moved. — == ——y — =
3 | Lower case PBT (Ivory ) UL94V-0 1 ?0.3~91.3 ? g}
4 | Lock button POM (yellow ) 1 Comeclab . 9~10mm
5 | Spring SUS 1 recdle | Single ! 4 @ Rock button
|| 6 | Substrate Glass epoxy t=16 1 e L1 CABLE [
7 | Connector Maker : TE Connectivity 1 0.08mm* ~ 1.5mm* / MAX /NSince a rail may be damaged when moved without pushing a lock button, please be careful of movement of a unit.
- Part No.1747053-1 A AWG28~AWG16
[ | 8 | Name seal TB1 1 Twist 9~10mm & % e =n = ’
9_| Name seal TB2 1 T APPROVED | CHECKED | DRAWNG | DESG & F TITLE
"[10 | Seal of form 1 E=== CABLE ° =g SN T 2
FF[ 11 | Rail DIN35mm % Optional 1 Operating ambient femperafure | -15C~+60T(No freezing or condensation) 2018/10/23 | 2018/10/23 PCX-4F40-TB40-M2-X F
- Relative humidity | 45~85% & a—F CODE No. Ef UNIT | RE SCALE . )
A ¥Solid/Stranded wires with insulation of ®3.2 or more cannot be used. mm 1 / 1 Spemﬁcahons
Connectar changed (FCN-364P040-AU: Fujtsu Component - 1747053-% TE Comnecivit) | 2018.10.23 | &#

i 3 A ZAZ TOLERANCE REV. | SHEET
ua TER$ ZAB | BY [Weight [ #85g | Yiaiic/e TEpglat |2 @ é} % DRAWNG No. %
REV. DESCRIPTION OF REVISION DATE BY TOYOGIKEN CO.LTD. TA16096-01 | 21\ 1
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