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Note : Wire with insulation diameter of ©3.2 or more cannot be used.

Check hole
MAX®2)

Note : The check holes do not have a function to hold tester pins.
Please use for confinuity check by contacting pins of 92 or less.
Please nate that forcibly pushing and holding the tester pins may cause malfunction.
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5 Connecior
No|® ®

How to move the unit attached to the DIN (35-mm width) rail

This unit is the structure which is fixable to a rail without using a stopPer. ,
When moving the unit fixed to the rail, it can move by pushing the button® of a figure.

Specification Rateds
No. Description Material Size _|Surface Treatment Remarks Quantity| | Rating voltage 50V @Rock button continues pushing. 1
1. f Terminal Block 20P o} 2 | |Rafing current | sig 0.5A / COM 2A @A unit can be moved i i
:afBase ] 66Nylon(Glay) | . UL94vV-0 Insulation resistance | 100M@ or above (With DCS00V) ' g g
b| Conductive Plafe | Copper alloy | | s 20set | [Mihstand voltage | ACS00V / fminute i
ClButton ] 66NylonOrangel | f | usav-o 0.14mm’ ~ Q.76mm’/ AWG26~AWG1T8 4
d| Connecting Spring | SUS_ b Pressure | Gonformity DN40g2D i
“e| Side Plate 66Nylon(Glay) UL94V-0 1 terminol ':(]:lﬁ @ W =i R W @
2 | Upper case PBT (vory ) UL94V-0 1 I : @;é
3 | Lower case PBT (lvory ) UL94V-0 1 @0.3~¢1.3
4 | Lock button POM (yellow ) 1 Comeclable| Single 9~10mm
5 | Spring SUS 1 e —CABLE 4 @ Rock button
6 | Substrate Glass epoxy t=1.6 1 '
7_| Connector HIROSE :HIF38A-40PA-254DSA (63) ! 0.08mm* ~ 1.5mm* / MAX /\ Since a ral may be damaged when moved without pushing a lock button, please be careful of movement of a unit
| 8 | Name seal TB1 1 AWG28~AWG16
|| 9 | Name seal TB2 1 Twist 9~10mm & % ) = e TITLE
10 | Seal of form 1 CABLE APPROVED CHECKED DRAWNG DE%IGNED & %
"[ 11 | Rall DN35mn ¥ Optional 1 E=== CABLE ° g N 5 =
B Operating ambient femperature | -15C~+60T(No freezing or condensation) 2015/12/ 1 2015/12/ 1 PCXV-1H40-TB40-02
5 Relative humidity | 45~85% H% 31— CODE No. ¥f4 UNIT | RE SCALE o
- A #Solid/Stranded wires with insulation of 3.2 or more cannot be used. mm 1 / 1 Spemﬁcahons
. 3 A 7% TOLERANCE REV. | SHEET
ua TER$ ZAB | BY [Weight [ #83g | Ve TEpglat |2 @ 6 % DRAWNG No. %
REV. DESCRIPTION OF REVISION DATE BY TOYOGIKEN CO.LTD. TA1324-01 | 2\ 1
1 I 2 I [ l l l l | l [ [ ] [ 8




